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Film formation and SCC of duplex stainless steel in 
boiling chloride Ghosal et al. 
Effect of Mg addition on anode capacity of In 
activated Al alloys Kulkarni and Gurrappa 
Ta and Ti passive films Badawy et al. 
Corrosion of mild steel in media containing sulphide 
ions Otero and Achucarro 
Influence of sulphide on corrosion of austenitic 
stainless steels in phosphoric acid El Haijjaji et al. 
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Corrosion of Ni-Resist cast irons in sea water 
Malik et al. 

Biocompatibility of Ni-Ti shape memory alloys 
Dutta et al. 

Transpassive anodic dissolution of nickel in sulphuric 
acid Chaudhary and Singh 


Pickling 
Substituted pyrroles for protection of iron during 
pickling Stupnisek-Lisac and Metikos-Hukovic 


Piers 
Corrosion of Riotinto Pier at Huelva Herrera et al. 


Pipelines 
Corrosion of welded Al coated steel in saturated H,S 
solution Li et al. 


Pitting 
Film formation and SCC of duplex stainless steel in 
boiling chloride Ghosal et al. 
Correlation between sulphur content and corrosion 
resistance of nickel alloys Vicentini et al. 
Corrosion of welded Al coated steel in saturated H,S 
solution Li et al. 
Corrosion of mild steel in media containing sulphide 
ions Otero and Achucarro 
Influence of sulphide on corrosion of austenitic 
stainless steels in phosphoric acid El Hajjaji et al. 
Biocompatibility of Ni-Ti shape memory alloys 
Dutta ez al. 
Effect of polyethylene glycol on pitting of cadmium 
in alkaline solution Abd El Wanees et al. 
Review of modelling of pit propagation kinetics 
Turnbull 


Polarisation measurements 
Determination of electrochemical corrosion param- 
eters using Laplace transformations Qamar and 
Husain 

Potentiostatic tests 
New multiple specimen potentiostatic system: Part | 
Lenard et al. 
New multiple specimen potentiostatic system: Part 2 
Lenard et al. 

Reinforced concrete 
Inhibition threshold in Fe-Ca(OH),—Cl” -NO; 
system Ramirez et al. 


Reviews 
Crevice corrosion: review of mechanisms, modelling, 
and mitigation Betts and Boulton 
Review of modelling of pit propagation kinetics 
Turnbull 


Sacrificial anodes 
Effect of Mg addition on anode capacity of In 
activated Al alloys Kulkarni and Gurrappa 


Sea water 
New multiple specimen potentiostatic system: Part 2 
Lenard et al. 

Silver and silver alloys 
Galvanic corrosion of Cu/Ag contacts 
Din and Wang 


Shams El 


Steels see also Galvanised steel, Tinplate 
Effect of metal temperature on current density 
requirements for cathodic protection of steel in sea 
water Kettle and Couper 
Corrosion of cars in Saudi Arabia 
Al-Sulaiman 
Low alloy steels 
Displacement rate for assessment of environmental 
cracking in steels Gabetta 
Mild steels 
Deviation from bilogarithmic law for atmospheric 
corrosion of steel Morcillo eg ai. 
Inhibition threshold in Fe—Ca(OH),—Cl”--NO; 
system Ramirez et ail. 
Inhibition of mild steel by quinones Slavcheva et al. 
Corrosion of carbon steel in organic solvent contain- 
ing fatty acids Liebenberg and Skinner 
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Corrosion of welded Al coated steel in saturated H,S 
solution Li et al. 

Corrosion of mild steel in media containing sulphide 
ions Otero and Achucarro 

Crevice corrosion: review of mechanisms, modelling, 
and mitigation Betts and Boulton 

Stainless steels 

Quantitative analysis, by cathodic reduction, of 
passive layers on Fe-17Cr alloy Basile and Lorthioir 
Film formation and SCC of duplex stainless steel in 
boiling chloride Ghosal et al. 

Influence of sulphide on corrosion of austenitic 
stainless steels in phosphoric acid El Haijjaji et al. 
Biocompatibility of Ni-Ti shape memory alloys 
Dutta er al. 

New multiple specimen potentiostatic system: Part | 
Lenard et al. 

New multiple specimen potentiostatic system: Part 2 
Lenard et al. 

Crevice corrosion: review of mechanisms, modelling, 
and mitigation Betts and Boulton 


Stress corrosion cracking see also Environmentally 
assisted cracking 
Film formation and SCC of duplex stainless steel in 
boiling chloride Ghosal er al. 
Corrosion of Ni-Resist cast irons in sea water 
Malik et ai. 


Sulphur 
Correlation between sulphur content and corrosion 
resistance of nickel alloys Vicentini et al. 
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Surface analysis 
Quantitative analysis, by cathodic reduction, of 
passive layers on Fe-17Cr alloy Basile and Lorthioir 


Tantalum 
Ta and Ti passive films Badawy et al. 

Tin 
Tin corrosion in citrate and bisulphate solutions of 
varying pH_ Chan et al. 


Tinplate 
Tin corrosion in citrate and bisulphate solutions of 
varying pH_ Chan ef al. 


Titanium and titanium alloys 
Ta and Ti passive films Badawy et al. 
Biocompatibility of Ni-Ti shape memory alloys 
Dutta et al. 
Crevice corrosion: review of mechanisms, modelling, 
and mitigation Betts and Boulton 


Welds : 
Exfoliation of welded high strength Al alloys Omnoro 
and Ranninger 
Corrosion of welded Al coated steel in saturated H,S 
solution Li al. 
Corrosion of Ni-Resist cast irons in sea water 
Malik et al. 


Wrought iron 
Corrosion of Riotinto Pier at Huelva Herrera et al. 


Zinc and zinc alloys see also Galvanised steel 
Effect of pollution on atmospheric corrosion of zinc 
Costa and Vilarrasa 
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